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sale, dispensing, or transfer as auto-
motive racing fuel or as aircraft engine 
fuel, is exempted from the provisions of 
this subpart, provided that: 

(1) The fuel is kept segregated from 
non-exempt fuel, and the party pos-
sessing the fuel for the purposes of re-
fining, selling, dispensing, transferring, 
or offering for sale, dispensing, or 
transfer as automotive racing fuel or 
as aircraft engine fuel, maintains docu-
mentation identifying the product as 
racing fuel, restricted for non-highway 
use in racing motor vehicles, or as 
aviation fuel, restricted for use in air-
craft, as applicable; 

(2) Each pump stand at a regulated 
party’s facility, from which such fuel is 
dispensed, is labeled with the applica-
ble fuel identification and use restric-
tions described in paragraph (b)(1) of 
this section; and 

(3) The fuel is not sold, dispensed, 
transferred, or offered for sale, dis-
pensing, or transfer for highway use in 
a motor vehicle. 

(c) California gasoline exemptions. (1) 
Gasoline or PRC which is additized in 
the State of California is exempt from 
the VAR provisions in §§ 80.168 (b) and 
(e) and 80.170, provided that: 

(i) For all such gasoline or PRC, 
whether intended for sale within or 
outside of California, records of the 
type required for California gasoline 
(specified in title 13, California Code of 
Regulations, section 2257) are main-
tained; and 

(ii) Such records, with the exception 
of daily additization records, are main-
tained for a period of five years from 
the date they were created and are de-
livered to EPA upon request. 

(2) Gasoline or PRC that is trans-
ferred and/or sold solely within the 
State of California is exempt from the 
PTD provisions of the detergent certifi-
cation program, specified in §§ 80.168(c) 
and 80.171. 

(3) Nothing in this paragraph (c) ex-
empts such gasoline or PRC from the 
requirements of § 80.168 (a) and (e), as 
applicable. EPA will base its deter-
mination of California gasoline’s con-
formity with the detergent’s LAC on 
the additization records required by 
CARB, or records of the same type. 

[61 FR 35380, July 5, 1996] 

§ 80.174 Addresses. 
(a) The detergent additive sample re-

quired under § 80.161(b)(2) shall be sent 
to: Manager, Fuels and Technical Anal-
ysis Group, Testing Services Division, 
U.S. Environmental Protection Agen-
cy, National Vehicle and Fuel Emis-
sions Laboratory, 2565 Plymouth Road, 
Ann Arbor, Michigan 48105. 

(b) Other detergent registration and 
certification data, and certain other in-
formation which may be specified in 
this subpart, shall be sent to: Deter-
gent Additive Certification, Director, 
Fuels and Energy Division, U.S. Envi-
ronmental Protection Agency (6406J), 
1200 Pennsylvania Ave., NW., Wash-
ington, DC 20460. 

(c) Notifications to EPA regarding 
program exemptions, detergent dilu-
tion and commingling, and certain 
other information which may be speci-
fied in this subpart, shall be sent to: 
Detergent Enforcement Program, U.S. 
Environmental Protection Agency, 
Suite 214, 12345 West Alameda Park-
way, Denver, CO 80228, (FAX 303–969– 
6490). 

[61 FR 35381, July 5, 1996] 

§ 80.175 [Reserved] 

§ 80.176 Alternative certification test 
procedures and standards. 

This section specifies the deposit 
control test requirements and perform-
ance standards which must be met in 
order to certify detergent additives for 
use in unleaded gasoline pursuant to 
§ 80.161(b)(1)(ii)(A)(2). These standards 
must be met in the context of the spe-
cific test procedures identified in para-
graphs (a) and (b) of this section. Test-
ing must be conducted and the per-
formance standards met when the sub-
ject detergent additive is mixed in a 
test fuels meeting all relevant require-
ments of § 80.177. Complete test docu-
mentation must be submitted by the 
certifying party within 30 days of re-
ceipt of a written request from EPA for 
such records. 

(a) Fuel injector deposit control testing. 
The required test fuel must produce no 
more than one inoperative injector 
when tested in accordance with the 
fuel injector deposit test procedure 
specified in paragraph (c) of this sec-
tion. 
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